


» G.VW.R. 2,995#
» GAWR. 2,960#
» Coupler 2" A-Frame
w/ Safety Latch Hook (2 ea)
» Jack 2000# Top Wind (Bolted On)

SiveLE AxiE VANGUARD

» Tongue 3" Channel
> Top Rail 1" X 2" Rectangle Tubing

» Frame 2" X 3" X 3/16" Angle

» Crossmembers 2" X 3" X 3/16" Angle

» Uprights 1" X 2" X 26%" Tall Rectangle Tubing
» Fenders 9" X 32" Rolled Formed w/ Back

TRAILER

STANDARD FEATURES
Standard Sizes Avallable: 5'x8m5' x10'm 5 x 12!

¥ Axles 3500# Cambered Axles

¥ Suspension Multi-Leaf Spring

» Tire 5T205/75-15 Load Range B

» Wheel 15 X 5 White Spoke 5 Bolt

» Floor 27 Pine

» Lights D.O.T, Stop, Tail, Turn and Clearance
» Elec. Plug 6 Way

» Finish (prep) Acid Etched w/White Phosphorus,

& Two Coats Primer

» Finish Painted w/ 2 Coats High
Solid Supreme Acrylic Automotive Grade
Enamel, and Pinstriped

» Axles 3500# Cambered Axles

» Suspension Multi-Leaf Spring

» Tire ST205/75-15 Load Range B

| ' » Wheel 15 X 5 White Spoke 5 Bolt.
¥ Floor 2° Pine

» Elec. Plug 6 Way

& Two Coats Primer
= Finish Painted w/ 2 Coats High

Enamel, and Pinstriped

|\ 2= Lights D.0.T. Stop, Tail, Tum and Clearance

Solid Supreme Acrylic Automotive Grade

SinsLE AxLE VansuARD TRAILER m

STANDARD FEATURES
Standard Sizes Available: 6%'x10'® 6%'x 12' m 632' x 14"

» Finish (prep) Acid Etched w/White Phosphorus,

» G.V.WR. 2,995#
» G.AW.R. 2,9604#
= Coupler 2" A-Frame
» Safety Chains %" Grd. 30
w/ Safety Latch Hook (2 ea.)
¥ Jack 2000# Top Wind (Bolted On)

¥ Tongue 3" Channel

» Top Rail 1" X 2" Rectangle Tubing

» Frame 2" X 3" X 3/16" Angle

# Crossmembers 2° X 3" X 3/16" Angle

¥ Uprights 4" X 2" X 26" Tall Rectangle Tubing
I Fenders 9" X 32 Rolled Formed w// Back

BneLE Axie LanpscAare TRAILER

= G.Y.W.R. 2,995#
» G.AW.R. 2,960#
= Coupler 2" A-Frame
» Safety Chains %" Grd, 30
w/ Safety Latch Hook (2 ea.)
> Jack 2000# Top Wind (Bolted On)

» Tongue 3" Channel A-Frame

» Top Rail 2" X 3" X 3/16" Angle

¥ Frame 2" X.3" X 3/16" Angle

¥ Crossmembers 2" X 3" X 3/16" Angle

» Uprights 2" X 3" X 3/16" Angle .
» Fenders 9" X 32° Rolled Formed/'w/ Back

STANDARD FEATURES
Standard Sizes Available: 5'x 10

¥ Axle 3500# Cambered Axle w/ Brake Flanges

» Suspension Multi-Leaf Spring

= Tire §7205/75-15 Load Range B

» Wheel 15 x 5 White Spoke 5 Bolt

= Floor 2" Pine

¥ Lights D.0.T. Stop, Tail, Turn and Clearance

= Elec. Plug 4-Way Flat w/ Loom

» Finish (prep) Acid Etched w/White Phosphorus,
& Two Coats Primer

* Finish Painted w/ 2 Coats High
Solid Supreme Acrylic Automotive Grade
Enamel, and Pinstriped
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SiveLe Axie ALt-Arouno Liniuny TRALER

15AA-8

| STANDARD FEATURES
Standard Sizes Available: 4'x8'

» Axle 2000# Cambered Axle

» Suspension Multi-Leaf Slipper Spring

¥ Tire 20.5 x 8.0-10 Load Range B

» Wheel 5Bolt10x6

» Floor Expanded Metal

» Lights D.0.T. Stop, Tall, Turn and Clearance

» Elec. Plug 4 Way Flat w/ Loom

» Finish (prep) Acid Etched w/White Phosphorus,

» G.V.WR. 1500# » Tongue Single 2 x 3 Tubing & Two Coats Primer

» GAWR, 1810# > Frame2x2x1/8 An.g_le > Finlsﬁ Painted W/2 Coats High

¥ Coupler 2° Coupler = Crossmember 2 x 2 x 1/8 Angle Solid Supreme Acrylic Automotive Grade
¥ Safety Chains %" Grd. 30 > Fenders 9" x 25" Jeep Style Enamel, and Pinstriped

w/Safety Latch Hook (2 ea.)
* Jack (none)

> Sides 14 Ga Fabricated Smooth

Vansuarn TRAILER m

STANDARD FEATURES
Standard Sizes Available: 4'x 8'

¥ Axle 2000# Cambered Axle

» Suspension Multi-Leaf Spring

» Tire ST175/80-13" Load Range B

» Wheel 13 X 4.5 White Spoke 5 Bolt

» Floor 2" Pine

» Lights D.0.T. Stop, Tall, Turn and Clearance

» Elec. Plug 4 Way Flat w/ Loom

» Finish (prep) Acid Etched w/White Phosphorus,

& Two Coats Primer » GV.W.R.1,995# » Tongue 3" Channel V-Tongue
» Finish Painted w/ 2 Coats High » GAWR. 2,000# 2= Top Rail 1" X 2" Rectangle Tubing
Solld Supreme Acrylic Automotive Grade » Coupler 2" A-Frame » Frame 2" X 37 X.3/16" Angle
Enamel, and Pinstriped 2= Safety Chains #4" Grd. 30 2 Crossmember 2" X 2" X 1/8” Angle
vi/Safety Latch Hook (2 ea.) > Uprights 1" X 2" Rectangular Tubing 26%2" Tall
¥ Jack 20004 Top Wind (Bolted On) ~ » Fenders 8" X 28" Rolled Formed 1
e —— e S e —— =

STANDARD FEATURES
Standard Sizes Available: 5' x 10' m 6%' x 10"

¥ Axle 3500# Cambered Axle w/ Brake Flanges
» Suspension Multi-Leaf Spring

¥ Tire ST205/75-15 Load Range B

» Wheel 15 x 5 White Spoke 5 Bolt

» Floor2” Pine

»-Lights D.0.T. Stop, Tail, Turn and Clearance
»=Elec. Plug 4 Way Flat w/ Loom

¥ Finish (prep) Acid Etched w/White Phosphoerus,

» GVWR. 29954 §. » Tongue 3" Channel & Two Coats Primer
» GAW.R. 2,9604 » Sides (16 Ga.) 14" Solid Formed » Finish Painted w/ 2 Coats High
» Coupler 2" A-Frame » Side Panels w/ 2" Lip Solid Supreme Acrylic Automotive Grade
= Safety Chains %" Grd. 30 - * Frame 2" X 3" X 3/16” Angle Enamel, and Pinstriped
w/Safety Latch Hook (2 ea.) > Crossmembers 2" X 3" X 3/16" Angle
» Jack 2000# Top Wind (Bolted On) » Fenders 8" X 32" Rolled Formed
—e———— = ——m— — — ——— = o ——— — —
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m SineLE AxiE LannscAare TRAILER

STANDARD FEATURES
Standard Sizes Avallable: 7' x10'm 7'x12's 7' x 14'

» Axle 3500# Cambered Axle w/ Brake Flanges
» Suspension Multi-Leaf Spring

¥ Tire ST205/75-15 Load Range B

» Wheel 15 x 5 White Spoke 5 Bolt

» Floor 2" Pine

¥ Lights D.0.T. Stop, Tail, Turn and Clearance

» Elec. Plug 4-Way Flat w/ Loom

> Finish (prep) Acid Etched w/White Phosphorus,

> GV.WR, 2,995# > Tongue 3" Channel A-Frame & Two Coats Primer
= GAWR. 2,9604 » Top Rall 2" X 3" X 3/16" Angle = Finish Painted w/ 2 Coats High
» Coupler 2" A-Frame P Frame 2" X 3" X 3/16" Angle Solid Supreme Acrylic Automotive Grade
» Safety Chains %" Grd. 30 » Crossmembers 2" X 3" X 3/16" Angle Enamel, and Pinstriped
w/ Safety Latch Hook (2 ea,) » Uprights 2" X 3" X 3/16" Angle
» Jack 2000# Top Wind (Bolted On) * Fenders 9" X 32" Rolled Formed w/ Back

STtANDARD FEATURES
Standard Sizes Avallable: 7'x12's 7' x14'm 7'x16'e 7' x18'm 7' x 20’

> Axles Two 3500# Cambered Axles w/ 1 Elec. Brake
» Suspension Muiti-Leaf Spring

» Tire ST205/75-15 Load Range C

» Wheel 15 X 5 White D-Window 5 Bolt

» Floor 2" Pine

» Lights D.0.T. Stop, Tail, Turn and Clearance

» Elec. Plug 6 Way

» Finish (prep) Acid Etched w/White Phosphorus,

» GV.W.R. 7,000# » Tongue 4" Channel Fold Back Tongue & Two Coats Primer
» G.AW.R. (Ea. Axle) 3,500# “» Top Rall 2" X 2" Tubing » Finish Painted w/ 2 Coats High
» Coupler 7K 2" Bulldog Coupler » Frame 3" X 4" X 1/4" Angle Solid Supreme Acrylic Automotive Grade
» Safety Chains %" Grd. 70 » Crossmembers 2" X 3" X 3/16" Angle Enamel, and Pinstriped
w/ Safety Latch Hook (2 ea.) > Uprights 2® X 2" Tubing 262" Tall
» Jack 2000# Top Wind (Bolted On) » Fenders 9" X 72" Tear Drop w/ Back

R S e Tk

ST'ANDARD FEATURES
Standard Sizes Avallable: 7'x12'@7'x14'm 7' x 16's 7' x 18' n 7' x 20'

» Axles Two 3500# Cambered Axles w/ 1 Electric Brake
¥ Suspension Multi-Leaf Spring

¥ Tire ST205/75-15 Load Range C

» Wheel 15 X 5 White D-Window 5 Bolt

> Floor 2" Pine
> Lights D.0.T. Stop, Tail, Turn and Clearance
Elec. Plug 6 Way
¥ Finish (prep) Acid Etched w/White Phosphorus,
» GV.WR, 7,000# » Tongue 4" Channel Fold Back Tongue & Two Coats Primer
P GAWR, {Ea._A_xle_) 3,5004 > Top Rall 2" X 3" X 3/16" Angle » Finish Painted w/ 2 Coats High
* Coupler 7K 2" Bulldog Coupler ¥ Frame 3" X 4" X 1/4" Angle Solid Supreme Acrylic Automotive Grade
= Safety Chains %4° Grd. 70 »- Crossmembers 2" X 3" X 3/16" Angle Enamel, and Pinstriped
w/ Safety Latch Hook (2 ea.) » Uprights 2" X 3" X 3/16" Angle
¥ Jack 2000# Top Wind (Bolted On) ¥ Fenders 9" X 72" Teardrop, Roll Formed w/ Backs
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